
LED PAR LIGHT
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TECHNICAL PARAMETERS

Electric parameter Optical parameter Mechanical and physical parameters

Power 200W

Light Source

Dimmer

IP Rating

SizeSignal Connector

Control Signal Working Temperature -20°C~40°C

Input Voltage

DMX512

0~100%

N.W. 11.5kgControl Channel 9/16CH Illumination Intensity 1697 Lux@8m 10° 

Beam Angle 10°~45° 

Color RGBW(4 IN 1)

14pcs×15W LED Aluminum

328×254×396mm   

AC100~240V

3PIN

Housing

LED PAR

M-L1415T1-RGBW(4 IN 1)

1. High IP rating.   

2. Linear zoom 10°~45°.

3. Excellent color macro effects.

4. Smooth dimming, four kinds of dimming curves such 

as: S-Gamma, Linear, L-Gamma, B-Gamma.
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TECHNICAL PARAMETERS

Electric parameter Optical parameter Mechanical and physical parameters

Power 200W

Light Source

Dimmer

IP Rating

SizeSignal Connector

Control Signal Working Temperature -20°C~40°C

Input Voltage

DMX512

0~100%

N.W. 8.35kgControl Channel 9/16CH Illumination Intensity 1767 Lux@8m 10°

Beam Angle 10°~45°

Color RGBW(4 IN 1)

19pcs×15W LED Aluminum

328×254×396mm   

AC100~240V

3PIN

Housing

LED PAR

M-L1915T1-RGBW(4 IN 1)

1. High IP rating.   

2. Linear zoom 10°~45°.

3. Excellent color macro effects.

4. Smooth dimming, four kinds of dimming curves such 

as: S-Gamma, Linear, L-Gamma, B-Gamma.

MHG, Worth your trust!




